
SKYLINE GT-R (BNR34) V-Spec, V-Spec II, M-Spec

* For installation, please see notes 1 and 2 of the “Contents of the Circuit Linkage Set Pro II for BNR34” below.

Circuit Link Set Pro.Ⅱ

xat htiw ecirPtraP

220,500

Price

210,000

Qty per car

1

Code

E

Part information

for BNR34

Part no.

54500-RSR45

Circuit Link Set * 1

Tension Rod Set Pro.

Front Third Link Bush

Performance Damper Set

xat htiw ecirPtraP

34,650

36,750

3,150

105,000

Price

33,000

35,000

3,000

100,000

Qty per car

1

1

4

1

Code

E

E

E

E

Part informationPart no.

54501-RS595-R

54460-RRR45

54545-RS590

544B0-RSR45

34,650 33,000 1E54502-RS595-R

<Contents of the Circuit Linkage Set Pro II for BNR34 (units: JPY.)>

SKYLINE GT-R (BCNR33)

Circuit Link Set Pro.Ⅱ

xat htiw ecirPtraP

220,500

Price

210,000

Qty per car

1

Code

E

Part information

for BCNR33

Part no.

54500-RSR35

Circuit Link Set

Tension Rod Set Pro.

Front Third Link Bush

Performance Damper Set

xat htiw ecirPtraP

34,650

36,750

3,150

105,000

Price

33,000

35,000

3,000

100,000

Qty per car

1

1

4

1

Code

E

E

E

E

Part informationPart no.

54501-RS595-R

54460-RRR45

54545-RS590

544B0-RSR35

34,650 33,000 1E54502-RS595-R

SKYLINE GT-R (BNR32)

Circuit Link Set Pro.Ⅱ

xat htiw ecirPtraP

220,500

Price

210,000

Qty per car

1

Code

E

Part information

for BNR32

Part no.

54500-RSR25

Circuit Link Set

Front Upper Link Set

Performance Damper Set

xat htiw ecirPtraP

42,000

42,000

46,200

105,000

Price

40,000

40,000

44,000

100,000

Qty per car

1

1

1

1

Code

E

E

E

E

Part informationPart no.

54501-RS585-R

54502-RS585-R

54556-RS580

544B0-RSR25

Circuit Link Set Pro.II / for SKYLINE GT-R(BNR34,BCNR33,BNR32)

Front right use; set  of upper linkage (mounting 
hole positions have been altered) and 
transverse (longer effective length)

Front left use; set  of upper linkage (mounting 
hole positions have been altered) and 
transverse (longer effective length)

Set of left and right; effective length shortened

Pressure fitting required

Set of front and back; with bracket; one-year 
warranty

*1 Please always use the circuit linkage set and the tension rod together as a set. Also, when installing, the fixing nut (Nissan Genuine part 01223-00281, four units) is required for the  
    transverse linkage and tension rod. Please purchase these separately.

*2 The Tension Rod Set Pro cannot be installed as-is along with the standard brake air guide. For installation, brake air guides (Nissan Genuine parts 41182-24U01 and 41183-24U0;          
    one each) and clips (Nissan Genuine part 41184-24U0; four units) will be required. Please purchase these separately. Also, the NISMO brake cooling guide (41180-RSR45; discontinued) 
    will interfere with the stabilizer, so cannot be installed.

* For installation, please see notes 1  of the “Contents of the Circuit Linkage Set Pro II for BCNR33” below.

* 1  * 2

* 3

*3 To install on a standard BNR34 vehicle, the V-Spec front undercover (Nissan Genuine part no. 75880-AA410) and engine lower cover (Nissan Genuine part no. 75890-AA410) will be required. 
    Please purchase them separately.

<Contents of the Circuit Linkage Set Pro II for BNR32 (units: JPY.)>

<Contents of the Circuit Linkage Set Pro II for BCNR33 (units: JPY.)>

* For installation, please see notes 1 and 2 of the “Contents of the Circuit Linkage Set Pro II for BNR32” below.

*1 The Tension Rod Set Pro cannot be installed as-is along with the standard brake air guide. For installation, clips (Nissan Genuine part 41184-24U0; four units) will be required. Please 
    purchase these separately. Also, the NISMO brake cooling guide (41180-RSR45; discontinued) will interfere with the stabilizer, so cannot be installed.

Front right use; set  of upper linkage (mounting 
hole positions have been altered) and 
transverse (longer effective length)

Front left use; set  of upper linkage (mounting 
hole positions have been altered) and 
transverse (longer effective length)

Set of left and right; effective length shortened

Pressure fitting required

Set of front and back; with bracket; one-year 
warranty

*1 The NISMO suspension linkage and the tension rod set (54460-RS580) cannot be used together.

Set of left and right

* 1

* 2
Set of front and back; with bracket; one-year 
warranty

Front right use; 1set  

Front left use; 1set  

*2  To install the performance damper (rear) on the BNR32, installation of the Nissan Motor Corp. standard rear strut tower bar (No. 55420-RNR20; order through Nissan) will be required, 
     because of both performance and structural reasons. So please purchase it separately prior to installation.

* 1




