I Reinforced Engine Mounts

Specifications

- Same shape, bolt-on type as standard part.

Product Note

- Compared to standard parts, engine vibration is more likely to be transmitted into the
automobile interior.

+ Because an increased load is placed on the body side of the mount, any reinforcement to
be done should be made before installing mount.

- Compared to standard parts, the rubber is a harder material, which may cause the engine
position to rise by several millimeters.

Vehicle Model Application No. Part Part no. Code PrithXWith Price O’%/a;r)er Part information
K11 CG10DE 1 | Front 11211-RS260 2,100 | 2,000 2 SUS: vl&gt’ Péecsi'Ti" '!{197 " laon
n an vehicles, installation is
HK11 CG13DE (EJ)if'?s;:?t/:\lleDs ind 2 | Rear 11821-RS260| E 2,100 | 2,000 1 not possible on the front left side
March AK11 CGAS3DE 3 Front buffer rod | 11350-RS260 3,150 | 3,000 1 Buffer rod assembly *' MT vehicles only
arcl
CR10DE — | Front right 11210-RSK20 10,975 | 10,000 1
'((|.|1nt2|l Aug.'05) CR12DE | ( Except 12SR) — | Front left 11220-RSK20| E 5,250 | 5,000 1 Mount bush assembly
CR14DE — Rear 11360-RSK20 7,875 7,500 1
1 Front right 11211-RS230 Discontinued | Discontinued 1
2 Front left 11221-RS230 Discontinued | Discontinued 1 Bush unit, press-in type
Pulsar \pNN14 | SR20DET E
GTI-R 3 Rear 11321-RS230 Discontinued | Discontinued 1
4 Buffer rod 11350-RS420 6,300 | 6,000 2 Buffer rod assembly
1 Front right 11210-RS520 7,875 | 7,500 1
S13 CA18DE
2 Front left 11220-RS520| E 7,875 7,500 1
RS13 CA18DET —
Silvia 3 Rear (transmission) | 11320-RS541 5,775 5,500 1
! Mount bush assembly
180SX |PS13 1 Front right 11210-RS540 7,875 7,500 1
RPS13 SR20DE
S14 2 | Front left 11220-RS540| E 7,875 | 7,500 1
SR20DET —
S15 3 Rear (transmission) | 11320-RS541 5,775 | 5,500 1
R32 RB20(D)E(T) | All models except 1 | Front 11220-RS585 . 5,775 | 5,500 2 g'ogmt bﬁ'/ TaSSh?Tbly “‘ aton
" — n 5-spee vehicles, installation is
(2WD) RB25DE | 5-speed AT *2 2 | Rear (transmission) | 11320-RS585 6,300 | 6,000 1 only possible on the front
R32 1 | Front 11220-RS580 5,250 | 5.000 2
RB20DET — E Mount bush assembly
Swi (4WD) 2 | Rear (transmission) | 11320-RS580 8,925 | 8,500 1
ine
Y Non-HICAS and | 1 | Front 11220-RS585| | 5775 | 5500 2
R33 (2WD) | RB2oDE | MT use ** 2 | Rear (transmission) | 11320-RSR40 6,300 | 6,000 1 gOTTt bus_h laSSG;m?bl'l : )
n AT vehicles, installation is
R34 (2WD) | RB2DEM | ycAS-equipped | 1 | Front 11220-RSR40 g [ 8925 8500 2 only possible on the front
and MT use ** 2 | Rear (transmission) | 11320-RSR40 6,300 | 6,000 1
BNR32 1.2 | Engine mount kit | 11200-RS580 19,425 | 18,500 1 Set for one vehicle
1 Front 11220-RS580| E 5,250 5,000 2
Skyline | BCNR33 RB26DETT — Mount bush assembly
GTyR 2 Rear (transmission) | 11320-RS580 8,925 | 8,500 1
BNR34 1 Front 11220-RS580 £ 5,250 5,000 2 Mount bush bl
ount bush assem
RB26DETT 2 Rear (transmission) | 11320-RSR45 8,925 8,500 1 Y
1.2 | Engine mount kit | 11200-RS580 19,425 | 18,500 1 Set for one vehicle
Stagea WENC34 1 Front 11220-RS580| E 5,250 | 5,000 2
998 | (0g0Rs) | RB26DETT i i Mount bush assembly
2 Rear (transmission) | 11320-RS580 8,925 | 8,500 1
Features
By increasing the hardness of the rubber used in the mount bush, resistance to
damage is naturally increased, as is reduced engine shake and lean during
acceleration/deceleration, braking and cornering; this provides improved
accelerator response, shift feeling and cornering performance.

For R32 (2WD)

For CG series



